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SPECIFICATIONS
Capacity: 17 cubic metres

Chassis: 150x100 RHS

Body: Pressed Steel

Floor: Linseed Treated Hardwood

Wheels: 4 - 400/55x22.5 (14 ply) Flotation Tyres.

Axle: Tandem Walking Beam Axle Assembly.

Floor Delivery System: 3 x High Tensile Chains  
c/w Steel Channel Slats.

Floor Delivery Drive: Hydraulic motor to reduction gearbox  
- Reversible.

Discharge System: Three Horizontal Beaters onto  
a Conveyor Belt.
Side Delivery Conveyor Discharge  
- LH, RH or Both.

Discharge System Drive: PTO Drive c/w Heavy Duty Slip Clutch  
- Beaters.
Hydraulic Drive to Conveyor.

Tail Gate: Steel Door - Mechanically Locked.
Dimensions: Length - 8.24m O/A.

Width - 2.50m.
Height - 2.95m.
Loading Height - 2.60m.

Tare Weight: 4.34m.
Drawbar Load: 890 kg. - Empty.
Jack: Hydraulic.

OPTIONS
Brakes: Hydraulic.
Weight Scales: Digital Readout - In Cab Console.
Discharge Option: High Trough Conveyor.
Lights: Road Tail, Side, Indicator and Stop.

Gyral reserves the right to change the specifications in this document without prejudice


